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SEPTIC TANK DETAILS, ROAD KERB DETAILS

NOTES:
1. All work to be carried out in accordance with
local authority regulations.

2. All figured dimensions to be taken in
preference to scaled dimensions.

3. All walls to be reinforced with
hoop iron at every alternative course.

4. Provide damp proof course (D.P.C) under all
wall .

5. P.V.O indicated permanent ventilations .

6. All drainage passing under building and drive
area to be of pvc pipe and ecased in concrete.

7. All sanitary work to be in accordance with
M.O.H rules and regulations.

8. Check all dimensions on site.

9. 1000g polythen sheeting and anti-termite
treatment to be provided underground floor
concrete slab.

10. All reinforced concrete work is to be in
accordance with structural engineer's details.

11. All measurements in mm.

 12. Sample of fittings,materials etc. to be
produced and approved before commencing
work
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WINDOW SCHEDULE

900

Alm. glass window

W2pvo

600X900
1500

57 38
400X1500

900

20
17,400x4,750

0.00

01

PURPOSE MADE
LOUVERED STEEL SIDE
HUNG WINDOWS fixed
with three butt hinges and
all necessary laches.

W1 pvo W3pvo C1 C2

01
2,000X1,500

0.00
13,900x4,750

Aluminium curtain walling(150x100mm
frame, 75x75mm mullions and
transoms and 6mm thick glass)

Aluminium curtain walling(150x100mm
frame, 75x75mm mullions and
transoms and 6mm thick glass)

PURPOSE MADE
ALUMINIUM SLIDING
CASEMENT WINDOWS, IN
55x30mm WHITE
POWDER COATED
ALUMINIUM SECTIONS;
Mastic joint sealant around
frame; 6mm thick laminated
clear glass and glazing;
complete with rubber
linings; all ironmongery and
accessories

PURPOSE MADE
ALUMINIUM TOP HUNG
WINDOWS, IN
55x30mm WHITE
POWDER COATED
ALUMINIUM
SECTIONS; Mastic joint
sealant around frame;
6mm thick laminated
clear glass and glazing;
complete with rubber
linings; all ironmongery
and  accessories

Alm. glass window Louvered window Curtain walling Curtain walling

90
0

1,
20

0
30

0
2,

40
0

60
0

30
0

6002,000 400

1,
50

0

90
0

71
0

77
0

600

450

500

25mm thick veneered blockboard shutter

25mm thick blockboard backing plugged to wall

25 x 25mm/ 38 x 38 mm Hardwood framing

20mm thick Granite worktop

25 x 25mm/ 38 x 38 mm Hardwood framing

25mm thick blockboard shutter

25mm thick blockboard shelving

25mm thick blockboard shelving

300mm high x25mm thick granite splash back

25mm thick blockboard backing plugged to wall

100mm thick concrete class20 benching reinforced with BRC A 142 mesh

Terrrazo skirting

75mm thick concrete class20 counter top amchored to wall
and reinforced with BRC A142 mesh andinished with 15mm
thick painted plaster

15mm thick painted plaster to sofit of worktop and support walls
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25mm thick
block board
with veneere

100mm thick Duarf wall

12.5mm thick plaster finish
25mm thick
block board with
veneer

50x50mm shutter
posts

25mm thick plaster

50x50mm timber
bearer

100mm thick Dwarf wall

12.5mm thick plaster finish

25mm thick block
board with veneere

50x50mm shutter posts
50x50mm timber posts

Approved 150x150mm
decorative porcelain
tiles

CABINATE (Detail XX)
Scale 1:5

High level Kitchen cabinet detail
Scale 1:2
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50x25mm drawer stopper

Granite work top

12mm drawer back
and side

single sink, double drain

25mm thick block
board with Veneer

25mm Terrazzo finished
floor

150x25mm h/t terrazo
skirting

KITCHEN SINK DETAIL D-01
Scale 1:10

HIGH WALL KITCHEN CABINET
Detail D-02 Scale 1:10

WALL DETAIL 01
Scale 1:50

25mm thick
blockboard shelving
plugged to wall
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100mm dia cast iron inlet / outlet pipes

600x 450 mm cast iron cover

Concrete to
foundation (mix

1:3:6) to be at
thickness
specified

100mm dia. inlet /
outlet cast iron

pipeB

Half round channel
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PLAN (Scale 1:50 )
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25 3300 675 900 2083.5 30.5m
2358.030 2500 900 1050 36.6m

15 2500 675 900 1561.5 14.4m

GROUND LEVEL

Selected fillingwell compacted
and consolidated.

Selected stone profile

Inlet pipe

SECTION THRU SOAK PIT

Selectedstone

Invert level

CROSS SECTION THRU DRAIN PIPE TRENCH

SEPTIC TANK  DETAILS

100 mm thick R.C cover slab .

600 x 450 mm cast iron covers
complete with frames

PLAN AT TOP ( Scale 1: 50)

D

SECTION A - A (Scale 1:50 )

SECTION L - L (Scale 1 :50 )

L

600 x 450 mm
cast iron cover

125 mm thick concrete
base (mix. 1:3:6). Depth to
invert level not more than

1500 mm
25mm th. cement screed
finished smooth with steel

float.Concrete to foundation (mix
1:3:6) to be at thickness

specified

gl. support bracket built into
230 mm thick block wall

100 mm dia half round
channel

Benching

IN OUT

GROUND LEVEL

600x 450 mm cast
iron cover

D

WORKING
LEVEL

100 mm th. reinforced
concrete cover slab (mix.

1:2:4)

SELECTED STONE DOWN TO
20mm

Selected filling in six layers well
and consolidated into place.

Second hand G.C.I
sheet or roofing felt

100mm dia agricultural
pipes laid with open

joints ,minimum fall
1:10.

LONGITUDINAL SECTION THRU PERCOLATION TRENCH

100 mm dia. half
round channel.

600x 450mm cast iron cover

Benching rendered
12mm thick finished

smooth with steel float

SECTION C -C (Scale 1:25 )
125 th conc foundation ( mix

1:3:6).
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GROOVE

DETAIL - 4
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20 MM Ø M.S. PIPE
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20 MM Ø M.S. PIPE
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DETAIL - 3

63

6 MM THK.75 MM Ø
M.S.PLATE75 38

38 MM Ø M.S. PIPE
30

20 MM Ø M.S. PIPE

KOTA

ANTI  SKID  GROOVE
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25mm thick
cement sand
screed

150x150x8mm steel
plate bolted to
concrete with 8mm
dia. expansion bolts.

12.5mm painted
cement sand plaster
to approval

25mm dia.,
2.5mm thick
painted mild
steel pipe

50mmx8mm
painted steel
flat

75mm dia.,
emm thick
painted mild
steel pipe

Railing to typical
balustrades and
rails detail

Ceramic
quadrant to
approval

300mm High
upstand

8mm dia.
expansion bolt

50mmx 8mm painted
steel flat

150mmx150mmx8mm
steel base plate

9mm porcelain tiles

9mm ceramic
tiles on 12mm
cement sand

plaster

Detail 01

TYPICAL BALUSTRADES & RAILS DETAIL
Scale 1:20

DETAIL 01
Scale 1:10

Detail 02

BASE PLATE (Detail 02)
Scale 1:2

75mm prayed round mild steel Hand rail

75mm Diameter hand rail

Bolts

mild steel hand rail support

6mm thick metal plate

Expanded metal lathe

25mm Plaster

Anti slip grooves

Adhesive material

25mm thick plaster
6mm thick porcelain tile to
Architects approval

RC concrete to SE's detail

75mm diameter round mild
steel hand rail fixed onto wall
to Arch's Approval

50mmx15mm mild steel to
balustrade details

25mm mild steel rod

100mm high concrete up-
stand finished with granite to
Arch approval

75mm dia.2mm thick painted mild steel pipe

25mm dia painted iron bar
pipe welded t0
150mmx150mmx8mm steel
plate to approval

concealed 50mmx50mmx8mm
steel flat bolted to wall using
8mm dia expansion bolts

chicken wire mesh to reinforce
plaster

25mm Plaster

TYPICAL STEP DETAIL

TYPICAL HAND RAIL DETAIL
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TYPICAL HAND RAIL DETAIL
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Opening Mark D2 pvo D3 pvo D4 pvo D5 pvo
Brief description
Number 04
Dimensions 1,000×2,400 850×2,400 1,200×2,400 1500×2,400
Cill height N/A

Plan View

Front Elevation

Solid core flush door

DOOR SCHEDULE

N/A N/A N/A

Solid core flush door

Detailed Description

083084

D1 pvo
Alm. glass glazed sliding door

4,200×2,400
N/A

01

Timber door

50mm THICK Single leaf solid core
timber doors;83 x 38mm framing;
45mm deep rail; 165mm deep rail;
9.5mm plaster board protective lining
to both sides; 5mm gypsum wall
board to both sides with 4mm thick
fixed transom glass.

45mm THICK SOLID
CORED FLUSH DOORS
faced both sides with
6mm plywood veneer: to
Architect's approval with
hardwood lipping all
round; 2 NO. stainless
steel kicker plates.

45mm THICK SOLID
CORED FLUSH
DISABLED DOORS
faced both sides with
6mm plywood veneer:
to Architect's approval
with hardwood lipping
all round; 2 NO.
stainless steel kicker
plates.

PURPOSE MADE ALUMINIUM
DOORS,IN 80x30x1.5mm DOOR
FRAME , SECTIONS of
50x50x1.5mm;
Transom; 80x50x1.5mm Mastic joint
sealant around frame; 6mm thick
laminated clear glass and glazing;
complete with rubber linings; all
ironmongery

PURPOSE MADE
ALUMINIUM DOOR,IN
80x30x1.5mm DOORS
FRAME , SECTIONS of
50x50x1.5mm;
Transom; 80x50x1.5mm
Mastic joint sealant around
frame; 6mm thick laminated
clear glass and glazing;
complete with, all
ironmongery, FIR RATING 1
HR.

Alm. glass glazed door
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230mm masonry brick wall

500mm r.c beam to S.E's details

6mm clear glass

FRAME
Aluminium framing .

VENT OVER

GLAZING
6mm thick clear glass.

FINISH

One coats of red oxide primmer and
two coats of white gloss oil paint .

Rail for blinds600X600mm
6mmclear glass

scale 1:20
CURTAIN WALLING DETAILED ELEVATION

scale 1:20
DETAILED SECTION
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Steel gutter
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DOOR SCHEDULES
SCALE: 1:50

WINDOW SCHEDULES
SCALE: 1:50

GUTTER DETAIL
SCALE: 1:50


