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PROPOSED MALE'S AND FEMALE'S HALLLS OF
RESIDENCE

SEPTIC TANK DETAILS, ROAD KERB DETAILS

NOTES:
1. All work to be carried out in accordance with
local authority regulations.

2. All figured dimensions to be taken in
preference to scaled dimensions.

3. All walls to be reinforced with
hoop iron at every alternative course.

4. Provide damp proof course (D.P.C) under all
wall .

5. P.V.O indicated permanent ventilations .

6. All drainage passing under building and drive
area to be of pvc pipe and ecased in concrete.

7. All sanitary work to be in accordance with
M.O.H rules and regulations.

8. Check all dimensions on site.

9. 1000g polythen sheeting and anti-termite
treatment to be provided underground floor
concrete slab.

10. All reinforced concrete work is to be in
accordance with structural engineer's details.

11. All measurements in mm.

 12. Sample of fittings,materials etc. to be
produced and approved before commencing
work

No. Description Date

ROOF NOTES:
150 Roof Pitch of
26 guage supper eco sheets on,
100mm x 50mm purlins on,
100mm x 50mm rafters & struts on,
150mm x 50mm tie beam on,
100mm x 75mm wall plate.
Well seasoned pressure
treated machine sawn pine timber.

CEILING NOTES:
Plaster on wire lathe f ixed on,
75mm x 50mm branderings on,
100mm x 50mm joists at 600mmc/c.
respectively on truss tie beams

SOFFIT NOTES:
Concrete gutter with 4mm
steel plate shaped to prof ile,
plaster and paint soffit.
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PARAPET DETAIL
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700mm high concrete
parapet to detail

FLOOR SPECIFICATIONS:
150mm OVERSITE CONCRETE ON
1000 GAUGE POLYTHENE DPC
50mm SAND BLINDING ON
200mm HARDCORE FILL ON
WELL COMPACTED MURRAM
PROVIDE 230x690 STRIP CONCRETE FOOTINGS
FOUNDATION DEPTH TO BE DETERMINED ON SITE

GROUND FLOOR
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